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ATTERY KIT OILB

PERFORMANCE

Code
Weight Packaging

kg lbs mm inch pcs/
box

F00309060 9 19,8 360x360x300 14,2x14,2x11,8 1

F00310070 9 19,8 360x360x300 14,2x14,2x11,8 1

PRODUCTS’ RANGE   WEIGHT AND PACKAGING

EN.  Portable oil transfer unit featuring 12 
or 24 V DC motor pump. Rotary-self-priming 
pump, fuse to protect against overloads, 
2-metre long cables, antistatic fuel hose, 4 
metres long, 3/4” diameter, manual nozzle in 
aluminium, bo� om fi lter.

ES. Grupo portátil para el trasiego de aceite 
provisto de una bomba con motor de 12 o 24 
voltios de corriente continua. Bomba rotatoria, 
autoalimentada, fusible para protección 
contra sobrecargas, cables de 2 metros de 
largo, tubo antiestático para carburantes, 4 
metros de largo, ¾” de diámetro, pistola manual 
de aluminio, fi ltro de fondo.

PT. Grupo portátil para drenagem do óleo 
equipado com bomba com motor a 12 ou 24 
Volts de corrente contínua. Bomba rotativa, 
de disparo automático, fusível para proteção 
de sobrecargas, cabos de comprimento de 2 
metros, tubo antiestático para combustíveis, 
comprimento de 4 metros, diâmetro 3/4”, 
pistola manual em alumínio, fi ltro de fundo.

- Flow rate up to 10 l/min

- Power supply: 12 and 24 V dc

- Suction capacity up to 2 meters

- Duty cycle: 30 min.

- Caudal hasta 10 l/min

- Alimentación: 12 y 24 V CC

- Capacidad de aspiración hasta 2 metros

- Ciclo de funcionamiento: 30 min.

- Caudal até 10 l/min

- Alimentação: 12 e 24 V dc

- Capacidade de aspiração até 2 metros

- Ciclo de trabalho: 30 min.
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BATTERY KIT OIL

Flow-rate
up to

l/min10
(up to 3 gpm)

Viscosity
up to

600
cSt

FEATURES INCLUDED ON REQUEST

Meter K33Gear rotor On-off  switch Manual nozzleKit cableAdjustable 
bypass valve

Code Description

Fluids Flow-rate Voltage

Fu
se

s 
ca

pa
ci

ty Pump Duty 
cycle

Nozzle Hose Foot
fi lter

type l/min gpm AC V./Hz
DC Volt

Power
Wa� 

Amp.
max.

mod. min. type lenght Ø

BATTERY KIT OIL

F00309060 Battery Viscomat/12 V 10 3 12 300 22 - Viscomat DC 30 Man. 4 m 3/4” YES

F00310070 Battery Viscomat/24 V 10 3 24 300 18 - Viscomat DC 30 Man. 4 m 3/4” YES

PRODUCTS’ RANGE   TECHNICAL DATA

Upon request it is available with diff erent voltages and 60 Hz frequency


